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October 2009. The information contained in this publication is correct at the time of going to print. 
Such information may be subject to change and products may be modified, supplemented or withdrawn 
by Vetrotech Saint-Gobain without prior knowledge.

Vetrotech Saint-Gobain International AG, SGG PYROSWISS®, SGG VETROFLAM®, SGG SWISSFLAM®, 
SGG CONTRAFLAM®, and all devices and logos are registered trademarks of Saint-Gobain.

Ondanks dat dit document met de grootst mogelijke zorg werd samengesteld, 
kunnen er geen rechten aan worden ontleend.
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Klasse	 E30	 E60	 EW30	 EW60	 EW30	 EW60	 EI30	 EI60	 EI30	 EI60 	 EI30* 	 EI60

Glasdikte (mm)	 5-19 (≥16*)	 6,8**	 6  (≥17*) (≥21**) (≥11***)	 6 (≥17*)(≥11***)	 13-19 (≥25*)	 14-20 (26**)	 16-22, (≥37*)	 >25 (>46*)	 17 (≥38*)	 25 (≥46*)	 ≥23	 ≥31

Brandbelasting	 tweezijdig		  een-/(twee***)zijdig 		  tweezijdig		  tweezijdig		  tweezijdig		  tweezijdig

Rook-/brandwerend	 ja/nee		  ja/ja		  ja/ja		  ja/ja 		  ja/ja		  ja/ja

Lichttransmissie (TI) (%)	 82-89 (80*) 	 88-89**	 81  (79*) (77**) 	 81 (79*)	 82-85 (73-76*)	 83 (73-76*) (63***)	 82-86 (73-75*)	 77-82 (69-73*)	 85 (75*)	 83 (72*)	 79-81	 76-78

Geluidsdemping (Rw dB)	 32-38 	 32-34**	 32 (38***)	 32 (38***)	 37-40, (≥40*)	 38-40, (≥40**)	 38	 41	 40	 43	 42	 44

U-waarde (W/m2K)	 5,3-5,8 (2,8-3,3*)	 5,6-5,7**	 3,7 (1,1-2,4****)	 3,7 (1,1-2,4****)	 5,5-5,7 (1,1-2,3*)	 4,9-5,1 (1,1-2,3**)	 4,7-4,8 (1,0-2,3*)	 4,1-4,3 (1,0-2,3*)	 4,7 (1,1-2,2*)	 4,2 (1,0-2,1*)	 4,7-4,6	 4,3-4,2

Testafmetingen	 zie www.testreports.nl	 zie www.testreports.nl		 zie www.testreports.nl	 zie www.testreports.nl	 zie www.testreports.nl 	 zie www.testreports.nl 

	 * 	 SGG PYROSWISS CLIMALIT 	 *	  SGG VETROFLAM CLIMAPLUS		  * 	 SGG CONTRAFLAM LITE CLIMAPLUS 	 * SGG CONTRAFLAM CLIMAPLUS	 *  SGG SWISSFLAM CLIMAPLUS	 *EI30 ook voor hoekoplossing
	 **	 SGG PYROSWISS EXTRA E60	 **	 SGG VETROFLAM SKYLITE 		  **	 SGG CONTRAFLAM LITE CLIMAPLUS / SKYLITE
				    ***	 SGG VETROFLAM STADIP		  *** 	SGG CONTRAFLAM LITE SKYLITE
				    ****	 SGG VETROFLAM CLIMAPLUS/SKYLITE

	 Rookwerend helder	 Hitte reflecterende		  Geharde glaslagen	 Gehard glas 		  Gelaagd glas		  Geharde glaslagen/
	 veiligheidsglas		  coating vuurzijde		  met UV-bestendige	 met UV-bestendige	 met UV-bestendige 	 gelaagd glas
					     interlayer		  interlayer		  interlayer


